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Contact Current Rating:

Rated Voltage:

Withstanding Voltage:

  more than 1000 Megohm 

  -55°C to +105°C

  1000V for 1 min
Dielectric Strength:
  5 milliohm Max
Contact Resistance:

Insulation Resistance:

Operating Temperature

  500V (rms) AC for 1 min

  at 500v DC

  300V DC 

  7.6A

     or Zinc Plated

      Plug- Brass

Contact Plating Options:

      Black Color, 30%
Insert: PBT Thermoplastic, 

Contact Material:

    -30 Option:

      Nickel on soldertails

      Nickel on soldertails

    -15 Option:

    Standard:

      30u" Gold over Nickel on

      contacts, Tin over 
      15u" Gold over Nickel on

Shell: Steel Material, Tin Plated

      Glass Filled, UL 94V-0 Rated

      contacts, Tin over 
      Gold flash over Nickel on

      Nickel on soldertails
      contacts, Tin over 

# of Contacts    

     9      
    (E)      

    15      
    (A)      

    25     
    (B)      

    37     
    (C)      

 (Shell Size) 

K99X-xxP-K-BLK15

Part Number

K99X-xxP-BLK

K99X-xxP-K-BLK

K99X-xxP-BLK15

15u" Gold (15 option)

Flash (Standard option)

Flash (Standard option)

15u" Gold (15 option)

Contact Area Plating Finish

K99X-xxP-K-BLK30

K99X-xxP-BLK30

30u" Gold (30 option)

30u" Gold (30 option)

A

0.666
16.92

0.994
25.25

1.534
39.96

2.182
55.42

Dimensions  In/mm

B

0.984
24.99

1.312
33.32

1.852
47.04

2.500
63.50

C

1.212
30.81

1.539
39.10

2.090
53.09

2.732
69.40

D

0.634
16.10

0.945
24.00

1.503
38.14

2.150
54.60

    x= Number of contacts


