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qProduct ID

wOscillation/Numbers of Element

CERAFILr for TV/VCR

SF Ceramic Filters

Product ID

tProduct Specification Code (1)

AF

BF

CF

DF
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Code Product Specification Code (1)

Radial taping is applied to lead type and embossed taping to chip 
type. With non-standard products, two-digit alphanumerics indicating 
"Individual Specification" is added between "yProduct Specification 
Code (2)" and "uPackaging".

eStructure/Size

Bulk

Radial Taping H0=18mm

Embossed Taping ø=330mm

Standard Bandwidth Type

Tight Bandwidth Type

Standard Bandwidth Type

Broad Bandwidth Type

Ultra-broad Bandwidth Type

yProduct Specification Code (2)

00

Code Product Specification Code (2)

Standard Type

uPackaging

-B0

-A0

-R1

Code Packaging

2 Elements Thickness Shear mode

3 Elements Thickness Expander mode

S

T

Code Oscillation/Numbers of Element

Lead Type

Chip Type

Rp

Kp

Code Structure/Size

p is expressed "A" or subsequent code, which indicates the 
structure/size.  SFT series has leaded type only.

The code AF is not applied to SFS series but to SFT series only.

rNominal Center Frequency

Expressed by four-digit alphanumerics. The unit is in hertz (Hz).
Decimal point is expressed by capital letter "M" in case of MHz.


